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1. Introduction

1.1. About this Manual
This manual is intended to provide the user with an overview of the board and benefits, complete features specifications, and
set up procedures. It contains important safety information as well.

1.2. Feedback and Update to this Manual

To help our customers make the most of our products, we are continually making additional and updated resources available
on the Boardcon website (www.boardcon.com , www.armdesigner.com).

These include manuals, application notes, programming examples, and updated software and hardware. Check in
periodically to see what's new!

When we are prioritizing work on these updated resources, feedback from customers is the number one influence, If you
have questions, comments, or concerns about your product or project, please no hesitate to contact us at
support@armdesigner.com.

1.3. Limited Warranty

Boardcon warrants this product to be free of defects in material and workmanship for a period of one year from date of buy.
During this warranty period Boardcon will repair or replace the defective unit in accordance with the following process:

A copy of the original invoice must be included when returning the defective unit to Boardcon. This limited warranty does not
cover damages resulting from lighting or other power surges, misuse, abuse, abnormal conditions of operation, or attempts to
alter or modify the function of the product.

This warranty is limited to the repair or replacement of the defective unit. In no event shall Boardcon be liable or responsible
for any loss or damages, including but not limited to any lost profits, incidental or consequential damages, loss of business, or
anticipatory profits arising from the use or inability to use this product.

Repairs make after the expiration of the warranty period are subject to a repair charge and the cost of return shipping. Please
contact Boardcon to arrange for any repair service and to obtain repair charge information.


http://www.boardcon.com
http://www.armdesigner.com/
mailto:support@armdesigner.com
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1 EMA40i Introduction

1.1 Summary

EMAA40I is a single board computer featuring an Allwinner A40i Processor, comes with 1GB DDR3 RAM,
4GB eMMC, and other rich interfaces specifically designed for intelligent industrial control applications such
as industrial control, communications and measurement.

EMAA40i provides a standard Gigabit Ethernet port and a 10-pin Extra GbE port. Supports HDMI 1.4, RGB,
MIPI SDI and dual-LVDS output. The SBC is equipped with a microSD slot and a M.2 slot with NAME SSD
support. A mini-PCle slot supports 4G module and is accompanied by a Nano-SIM slot. Other features
include USB 2.0 host ports, as well as a USB2.0 OTG. There’s also a RS232 DB9 port, as well as 4x 4-pin
headers for RS232, UART(TTL) and USB host.

EMAA40I is equipped with WiFi 802.11ac and Bluetooth 4.0, as well as optional support for GPS, 4G LTE
connectivity.

1.2 Processor Features

o CPU
Quad-core ARM Cortex-A7 CPU Architecture, the most power efficient CPU core ARM'’s ever developed.

. GPU
Mali400 MP2

. Video Engine

Supports mainstream high-definition video decoding including H.264, H.263, MPEG1/2/4, xvid, Sorenson
Spark, VP6/8, AVS/AVS+, WMV7, WMV8 by 1080p@60fps. In the aspect of video encoding, the A40i
supports 1080p@45fps H.264 encoding ability.

o Camera
Supports dual COMS sensor parallel interfaces and 4-channel TVIN, which can easily finish multi
channel video recording.

. Display
Content can be display on 4-lane MIPI DSI display, or RGB panel, or LVDS panel.TV-out on HDMI V1.4
is also supported.

. Audio

Integrated audio codec with 24 bit/192kHz DAC playback, and supports 12S/PCM interface for connecting
to an external audio codec. I12C/PCM interface includes eight channels of TDM with sampling precision
up to 32 bit/192kHz.

. Memory
Supports external memory interface to NAND Flash, SD/EMMC, Nor Flash and SDRAM port. SDRAM
port can be configured to support LPDDR2, LPDDR3, DDR2, DDR3, and DDR3L.

1.3 EMAA40i specifications

* Processor — Allwinner A40i Quad-core ARM Cortex-A7 MPCore Processor @ 1.2 GHz

* RAM — 1GB DDR3

* eMMC Flash — 4GB

* Interfaces — Ethernet, 5x UART, TV-IN, 3x USB Host, USB OTG, HDMI, M.2 SATA, PCI-E, RS485,
LCD(RGB, LVDS, MIPI), Camera, GPIO, Audio I/0, SD, SIM, etc.

* Operating system: Linux3.10, Android7.0.1

* Application — Industrial control, communications and measurement, etc.

* Dimension — 140mm x 100mm
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2. Compiler Environment

2.1 Vmware10.0+ubuntu16.04

Install Vmware10.0 in windows OS, and then install ubuntu16.04 in VMware to compile. There is no longer
describes how to install Ubuntu system, if the user has not understood, please visit the official website of
Ubuntu, the operating system is also available for free download at the official website.
http://www.ubuntu.com/

Note: Linux should be complied by ubuntu 64-bit OS.

2.2 Install Tools

# sudo apt-get install build-essential
# sudo apt-get install zlib1g-dev

# sudo apt-get install flex

# sudo apt-get install libx11-dev

# sudo apt-get install gperf

# sudo apt-get install libncurses5-dev
# sudo apt-get install bison

# sudo apt-get install Isb-core

# sudo apt-get install lib32z1-dev

# sudo apt-get install g++-multilib

# sudo apt-get install lib32ncurses5-dev
# sudo apt-get install uboot-mkimage
# sudo apt-get install g++-4.4-multilib

If the compilation encountered error, please according to the error message, the installation of the
corresponding software package
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3. Compile the Source

3.1 Unzip & Configuration

Step 1, unzip the source.
$tar -xvf A40i-linux-v1.3.tar.nbz2
$cd a40i-linux-v1.3

Step 2, configuration environment
$ ./build.sh config
Welcome to mkscript setup progress
All available chips:
0. sun8iw11p1
Choice: 0
All available platforms:
0. android
1. dragonboard
2. linux
3. camdroid
Choice: 2
All available kernel:
0. linux-3.10
Choice: 0
All available boards:
0. a40i-boardcon
1. a40i-p3
Choice: 0
All available buildroot:
0. buildroot
1. buildroot-201611
Choice: 1
select buildroot-201611
All available float:
0. gnueabi
1. gnueabihf
Choice: 1
select gnueabihf
All available gt version:
0.5.9.0
Choice: 0
select 5.9.0
create misc_config gnueabihf
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./build.sh config

BUT ldroot-201611
ailable float:

teabihf
able gt version:

Step 3, compile
$ ./build.sh

3.2 Compile Uboot

u-boot-sun8iw11p1.bin are generated in the directory:

lichee\tools\pack\chips\sun8iw1 1p1\bin\u-boot-sun8iw1 1p1.bin

NOTE: After compiling separately, you need to repackage.
Back to a40i-linux-v1.3 directory, execute ./build.sh, then ./build.sh pack, the updated uboot is compiled
into the new package.

3.3 Compile Kernel

$cd lichee/linux-3.10
$make menuconfig ARCH=arm
$make ARCH=arm CROSS COMPILE=arm-linux-gnueabihf-

If it is a soft floating-point toolchain, the last sentence is changed to bold -gnueabi-

3.4 Compile Buildroot

If you need to add some packages, do the following (take add mplayer as an example) :
$ cd buildroot-201611/

$ cp -f configs/sun8iw11p1_defconfig ./

$ make

Select Audio and video applications ---> mplayer, than exit----save, will get the new .config
$cp -f .config configs/sun8iw11p1_defconfig

$cd..

$ rm -f out/sun8iw11p1/linux/common/buildroot/.config

7
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$ rm -f out/sun8iw11p1/linux/common/buildroot/..config.tmp
$./build.sh

3.5 Compile QT

3.5.1 Compile QT Library

Before compiling the qt library, you need to execute./build.sh configh and./build.sh to ensure that libraries

other than Qt are up to the latest.

$ ./build.sh config

$ ./build.sh

$ cd buildroot-201611/dl

$ tar zxvf qt-everywhere-opensource-src-5.9.0.tgz
$ cp -f setenvs.sh gt-everywhere-opensource-src-5.9.0/
$ cd gt-everywhere-opensource-src-5.9.0/

$ source ./setenvs.sh

$makeconfig

$makeall

$makeinstall

$cd /.01

$./build.sh

QT5.9.0 are generated in the following directory:
lichee/out/sun8iw11p1/linux/common/buildroot/target/usr/local/Qt-5.9.0

or
lichee/buildroot-201611/dl/qt-everywhere-opensource-src-5.9.0/QT5.9.0

If there is something in the QT5.9.0 directory, the Qt library has been successfully.

compiled:~/lichee/buildroot-201611/dl/qt-everywhere-opensource-src-5.9.0/Qt-5.9.0%: Is
bin doc include lib mkspecs plugins gml translations

Note:
If do not modify the QT library later, or do not clear the above directory, it does not need to QT library
directory to compile again, just needs to execute./build.sh and./build.sh pack to package the firmware.

3.5.2 Compile QT app demo

> Compile all QT app demo

$.cd buildroot-201611/target/user_rootfs_misc/qt_demo/
$build.sh

or
$rebuildAll.sh
Rebuildall.sh will make disclean before compilation.

» Compile gt application demo separately

Enter a single demo directory and execute the following commands:
$cd CameraUl/
$./makeCameraUl

$cd Launcher/
$./makelLauncher

$cd MediaUl/
$./makeMediaUl
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3.6 Compile sdk_lib Library

The compilation of sdk_lib is already integrated in ./build.sh, and for development purposes, this section
only explains how to compile separately.

$cd buildroot/target/user_rootfs_misc/sdk_lib

$make cleanall

$make

3.7 Pack Firmware

After the compilation is completed, pack

The final burnable image is sun8iw11p1_linux_a40i-boardcon_uart0.img, which is in the directory of
a40i-linux-v1.3\tools\pack.



ﬁ BOARDCON

u €Embedded Design .
Customize the embedded system based on Your ldea

Note: A40i login: root

3.8 Automatic Compilation

The steps for automatic compilation are as follows.
$cd a40i-linux-v1.3
$./build.sh cof'

./build.sh config

buildroot-201611
e:]1

BuT 1d 201611
ailable Es

$./build.sh-
$./comp_qtLib-590_only.sh
$./build.sh pack

comp_qtLib-590 only.sh is The compilation of QT library, you can see in the directory of
a40i-linux-v1.3\comp_qtLib-590 only.sh.

4. Install Tools

4.1 Install CP2102 Driver

Plug the to the PC, unzip CP2102WIN7.rar on Windows, then  click
prelnstaller.exe to install

10
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% Install Driver - g

CPZ10x USE to UART Bridgze Controller Driwer Set meS0O0

C:'Program FileshSiLabs'MCUACEZ10x Erowse |
1 Cancel |

A Install Driver F

CP210x USE to UART Bridge Controller Driwer Set meS00

C:%Program FileshSiLabsiMCUNCEZ10:x Browse |

In=tall | Cancel |

d Prelnstaller i8]

4.2 Install Serial Terminal Tool

The serial terminal SecureCRT is used for debugging. It can be used directly after decompression.

Open SecureCRT.exe after copy to PC (path: tools\windows\SecureCRT.exe), then click the icon Quick
Connect to config.

. - - - - — | = | = 52 |-"
File Edit View Options Transfer Script Tools Help
HEh a3 2eq3B88 (5123
| | K3
|
Ready 7 I 11 Rows, 76 Cols VT100 ::!J

11
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Quick Connect X

Frotocol: SSHE -

z2

Hostname: S5H1
Telnet
Fort Telne #5310 rewall [Hnne -

duthentication

[WiPazsword F Y Properties. ;.
[w]PublicKey
[wiKewboard Interactiwe 1
[WIGSSAFT
|
DShnw quick conmect on star ES&V& Session

Dﬂpen in a tahb

Comect

Set the parameters as follow:

Protocol: Serial

Port: To be specified by user PC

Baud rate: 115200

Please check XON/XOFF and RTS/CTS
Check Save session

Quick Connect X
Fort: Cans = Flow Comtrol
Baud rate: | 115200 . | [lomw/ose
[ RTS/TTS

r [| %oH/ %OFF
DShnw quick connect on star E!Save Sesslon

Dﬂpen in a tahb

[ Conmect ] Cancal ]

After all, click connect
lllusion: If open more than one serial terminal tools, and they use the same serial port, there will be reported

the port is busy.
Solution: Turn off the serial tool that unnecessary.

12
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5. Burning Guide

5.1 Burning Introduction

Before burning, please install the corresponding tools:
Burn image to eMMC via USB: CD\Tools\PhoenixSuit1.0.6. Please installation according to the
user system.

5.2 Burn image to eMMC via USB

Open the tool PhoenixSuit

Fa PhoenixSuit

Home

Mo Device Attached Yet

Preparation Work:

1.Connect Device to PC with USE Cable 2. Turn on the Device's ADE (USE Debug Mode: Go to
Settings>Developer Options=USE debugging ON)

Select “Firmware”

Click “Image” and select the image (Path: CD\image)

13
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f(‘/ PhoenixSuit

Firmware

! ] Please Select the Image File First..... | ‘

Dotjrade

‘ ' Upgrade Instructions
1. Power on your tablet

T TAamnae Ftha tahlat o waoe O woith tha imelodad 2B ~abla

Press “Recover” key and hold then connect the board to PC via USB OTG until pop up the
following window.

@ Tips: Does mandatary format?

Forced format will lead to files are missing, please back up impartant files!

Select Yes, enter the format upgrade mode.
Select Mo, enter the normal upgrade mode. (Recommended)

‘. ' Upgrade Instructions
1. Power on your tablet

T T e e + tha tahlat ta waoe O vt tha e lidad TIZE ~ablla
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Select “Yes” to enter the format upgrade mode. After the system update is completed, it will restart
automatically.

F1rmwre

@ Tips: Does mandatary format?
Forced format will lead to files are missing, please back up important files!

Select Yes, enter the format upgrade made. _
Select Mo, enter the normal upgrade mode. (Recommended)

‘ i Upgrade Instructions
1. Power an your tablet

I A 4 the tahlat 40 wanre O itk tha saeludad TIEE cohln

PhoenixSuit

oh Firrnware Upload Successful — Time Elapsed [0] minutes [37] seconds

‘ ' Upgrade Instructions
1. Power an your tablet

T annact tha tahlot ta waor D5 with the ineludad THHEE ~ahla

15
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6 EMA40i Application Guidance

6.1 Serial Terminal

Connect the Serial port to the development board debug port, it will enter linux Serial terminal
automatically as below.

-

Session Options - Serial-COMS

Category

- Connection

Logon Secripts

Serial Options

Flow Control

I -1 Al Fort: COM3 -
EI--T:erminal Baud rate: 1152|:I|:I DDTHDSR
=-Emulation [|rIs/CIS
Fnars aha miis (| %OK/XOFF
~-Mapped Keys | Parity:
i fdvranced e
= Appearance Stop bits:
e Window
""L Fl SRR
il Serial bresk 100 |4 millizeconds
F-Frinting =3
i Adwranced
o Emodem/Zmadem
| 0K || Cencel |
e
¥ N
! Serial-COMS - SecureCRT E=EGE
File Edit View Options Transfer Script Tools Help

HPV0IE 2eq B

ECIEE AR

A404 login:

A407 login: root

Togin[1287]: root login on "ttys0'
#

| Serial-COMS % |
Unknown property text-color -
welcome to Allwinner A40i Linux Platform vl.3 i

welcome to Allwinner A4041 Linux Platform vi1.3

1]

T

Ready

Sernal: COM3 8 3

8 Rows, 67 Cols

VT100

16
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6.2 HDMI Display

Connect the board and HDMI monitor with a HDMI cable, then power on. After the board boot into
Linux Qt, HDMI monitor will show QT UI.

6.3 LVDS and Touch

Connect LCDS to the board, then power on the board. After the board boot into Linux Qt, The
LVDS will auto display QT UI.
Note: HDMI and LVDS display sync.

6.4 SD Card

The system will automatically mount the SD card.
# Is /mnt/sdcard/mmcblk1p1/

6.5 USB Host

Insert USB device (e.g. U-disk) to USB Host, the system will automatically read the contents.
# Is /mnt/usb/sda4/

17
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250-mbps-4k-uhd-hevc-10bit. mkv

6.6 SSD (SATA 2.0)

Note: SSD does not support hot plugging, please insert before power on.

Insert SSD mass storage device to SATA interface, then power the board when system booting it
can auto mount.
# Is /mnt/usb/sdal/

6.7 EC20(4G)

Execute the follow commands to modify /etc/resolv.conf file:
#vi /etc/resolv.conf

Add:

nameserver 8.8.8.8

nameserver 192.168.0.2

# pppd call wedma&
# ping www.boardcon.com

18
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# abort on (NC

abort
abort
abort
abort

on
on

on {E@Rc

[

ATEERT

AT+CGDCONT=1,"IP","3gnet™, ,0

oK
-- got it

ATDT® /
CONNECT
-- got it

Using inter
COrrne =
Could n

To

primary
secondary

#| ping

6.8 GPS

ction

established.

Execute the follow command to test GPS.

# cat /dev/ttyS4

"y gnet "

19
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$GPTXT,01,01,01,NMEA unknown

$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown
$GPTXT,01,01,01,NMEA unknown

$GPTXT,01,01,01,NMEA unknown

6.9 RTC(PCF8563)

#date -s "2019-05-28 15:20:00" (set the system time)
#hwclock -w
#hwclock

3:20:04 2019

1:20:10 2019

5:20:21 2019

6.10 Video Player

6.10.1 Play Video

Put MP4 files to the SD card/U-disk and power on. Click the video player icon to play:
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SRR [ /mnt

I

1

A | _
SR [+ dive *.3gp *.asf *.avi *.flv
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ICHF#R4%: [ /mnt/ush/sdal

& Computer | Name

&y & 36 SR,
= AC500 17 Apr -5z | |

& System Volume Information 7 27 Nov -++8;

A2 |8 /mnt/usb/sdal/test_file

E Computer : ar
£y ® (D100, o - 41T Fiarios O MB mp4 Flle 21 Apr --1:16
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6.10.2 xplayerdemo

Cancel /etcl/init.d/runqgt in the /etc/init.d/rcS and reboot.
#cd/

# vi /etc/init.d/rcS  /ffind out rungt, than cancel runqgt.

# reboot

Restart and enter the root directory

#cd/

# chmod 755 /xplayerdemo

# /xplayerdemo

# set url: /mnt/usb/sda4/test _file/Xuezigian-1080P.mp4  (the directory of video)
# show media info

# play

# pause

6.11 Audio Player

Put MP3 files to the SD card/U-disk and power on. Click the Audio Player icon:
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VTR

AR [ /mnt

BB .
e 0o aBeE

|size  |Type  [Date Madified
Folder 12 Jun --6:17

J‘Cﬁﬂ [#.mp3 *.wav *.ape * flac *.aac *.wma
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i)
Date Modified

Folder 1Jan 1--
Folder

le‘mpa *.wav *.ape * flac *.aac *.wma

Bk
Eﬁé—d“““ﬁﬁmmlm‘mhﬁ e

3C44%4%: B /mnt/usb/sdal/test file e J Qi EE
IE.-Computer

£y
|- Track02.MP3 g :
| Zhangzhenyue-zajjian.mp3 7.0 MB mp3 File 29
¢l Yos? a°06°-+-, een, 2ell¢6l flac  19.0 MB flac File 12 May

3 4
1‘#:3 |Taylar Swift - Sparks Fly.mp3

g |*.mp3 *.wav *.ape *.flac *.aac *.wma
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5%

n Sparks Fly

p QEENT

. Speak Now (Deluxe Version)

6.12 Recording

# arecord -

I SUNXI-CODEC sunBiwllcodec-0 []

Cancel /etcl/init.d/runqt in the /etc/init.d/rcS and reboot.
#cd/

# vi letc/init.d/rcS  /ffind out rungt, than cancel rungt. In front of the /etc/init.d/runqt add #
# reboot

Restart and enter the root directory

# amixer cset numid=32 50

# amixer cset numid=25 50

Record:

# tinycap 123.wav -D "hw:0,0" -r 48000 -c 2 -f "S16_LE"
or

# arecord -D "hw:0,0" -r 48000 -c 2 -f "S16_LE" 123.wav

Play:

# aplay -D "hw:0,0" -f "S16_LE" 123.wav
or

# tinyplay 123.wav
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MIC1 Boost

48000 hz,

6.13 Ethernet

Plug in an Ethernet cable (RJ45).
#ifconfig ethO up

#udhcpc -i ethO -R

#ping www.boardcon.com

6.14 WiFi

Step 1, Execute the follow commands to search SSID.
# ifconfig wlanO up
# iw dev wlanO scan | grep SSID
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Step 2, Type the SSID and password from the list of available networks.
# ifconfig ethO down

# wpa_passphrase Boardcon (Boardcon is wifi name)

# reading passphrase from stdin

boardcon43435656 (boardcon43435656 is the password)
network={

ssid="Boardcon"
#psk="boardcon43435656"
psk=bafeb7f673814bf7e06002a652e6d9f1ed749312a54481b5fa8efdd53bfa1123

I& serial-comb — SecureCRT

File Edit Yiew Options TIransfer Script Toeols Yindow Help

‘g %3 Ea _dg & Enter host <AL++E> ,_‘&.‘ é’a _5 !E l_d" ﬁﬁ % ? 't_é'

“serial—com3 X 4 B
# ~
A :

# 1fconfig eth0 down

# wpa_passphrase Boardcon

# reading passphrase from stdin

boardcond3435656

network=1
ssid="Boardcon"
#psk="boardcond3435656"
psk=hafeb7f&73814bf 7060022652605 led?7459312a54481h5FaBefdds3bTallzs

1

# v
< I>
oo Serial: CONS, 115200 12, 3 12 Rows, T8 Cols  ¥T100 CAFOEM

Copy ssid(e.g. Boardcon) and #psk(e.g. boardcon43435656) replace ssid and psk in the
directory of /etc/wpa_supplicant.conf.
# vi /etc/wpa_supplicant.conf
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E% zerial-comh — SecureCET E]@E|

File Edit ¥iew Options Transfer Script Toeols Window Help

i3 53 [ 23 3 e host 1> V=N AN

“ serial-com® X q b
# A
:

# vi JetcSwpa_supplicant. conf
ctrl_interface=svar//run/wpa_supplicant
ctri_interface_graoup=0
ap_scan=1
update_config=1l
network=1{

ssid="Boardcon"

k EI\{_m Emt =WPA-P5SH

psk="

oardcond3435656"
priority=2
1
~fetcSwpa_supplicant. conf" 100, 195C =
< i
G Serial: CONS, 115200 5, 1 16 Rows, T8 Cols  ¥T100 o

Step 3, add DNS server.

#vi /etc/resolv.conf

In the resolv.conf file add follow command:
nameserver 8.8.8.8

nameserver 192.168.0.2 (gate way)

Step 4, Connect WiFi

Method 1

set the gateway

# ifconfig wlan0 192.168.0.165 up

# route add default gw 192.168.0.2 dev wlan0 (Must be add your Router gateway)

Execute the follow command to connect the wpa_supplicant tool.
# wpa_supplicant -i wlan0 -Dnl80211 -c /etc/wpa_supplicant.conf -B

Method 2
Auto obtain wifi IP address:
Execute the follow commands to connect the wpa_supplicant tool.
# wpa_supplicant -i wlan0 -Dnl80211 -c /etc/wpa_supplicant.conf -B
# udhcpc -i wlanO
busybox apt-get install scrot
Step 5, ping
# ping www.boardcon.com
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nfig wlano 1 .165 up

add default g

h file or dir

iled

1 and it will be A CT ta t to attac

6.15 Bluetooth

#cd/

# source /qt5.9.sh

# openbt

# hciconfig hciO up

# hciconfig hciO piscan

# /usr/libexec/bluetooth/bluetoothd -C &
# /usr/libexec/bluetooth/obexd -a -d -n &

ACL MTU: 10

ng main loop
i

# hcitool scan
# bt-adapter -d (search BT device, press CTRL+C to exit after the Bluetooth device appears)
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[BO:6F:BO:27 : O

:5B:FO:BY

aro-alip
Tinaro-alip
S CC:4B:73:04:D4:ED
ull)

# bt-device -c CC:4B:73:04:D4:ED (Connect Bluetooth. CC:4B:73:04:D4:ED is the address of the
connecting Bluetooth device)
# bt-obex -p CC:4B:73:04:D4:ED /opt/test.jpg (send file. /opt/test.jpg is the sent file)
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0" failed

# bt-obex -s /opt/ (Receive file. Default received path: ~root/.cache/obexd/ )

_04_p4_ED

1
LENGTH
-JPg typ
ir
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6.16 3D

Execute the follow command to run 3D:

# glmark2-es2-fbdev

Return to the desktop after execute the command
# debug /Launcher

CTRL+C to exit.
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B profil
u KW s s oL s S

I,
FP

6.17 RS485

Connect the two RS485 between EMA40i Board A and Board B with the test line.

GND GND
Board A | A | Board B
B B

For Board A, execute the follow commands to set RS485 as Receiver.
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# echo 49 > /sys/class/gpio/export

# echo out > /sys/class/gpio/gpio49/direction

# echo 1 > /sys/class/gpio/gpio49/value  (Set high for receiving.)

# com /dev/ttyS7 115200 8 0 1

For Board B, execute the follow commands to set RS485 as Transmitter.
# echo 49 > /sys/class/gpio/export

# echo out > /sys/class/gpio/gpio49/direction

# echo 0 > /sys/class/gpio/gpio49/value (Set low for sending.)

# com /dev/ttyS7 115200 8 0 1

The Transmitter and receiver can be converted by execute the command
# echo 1 > /sys/class/gpio/gpio49/value  (Set high for receiving.)

# com /dev/ttyS7 115200 8 0 1

Or

# echo 0 > /sys/class/gpio/gpio49/value (Set low for sending.)

# com /dev/ttyS7 115200 8 0 1

“ serial-com3  x “ serial-com® x

IJ ort
baudr

o/gpio49/value
o1

1
F

6.18 RS232&UART (UARTS / UART6 / UART4 /| UARTY7)

Execute the commands as follow:
#cd /system/bin

#rz (send “com” file)
#chmod 777 com

#cd /
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5 serial-com5 — SecureCRT E”E”El

File Edit V¥iew Options Transfer Script Tools ¥Yindew Help

2o 333 [ € A Fnter host <ALLE> g L% FH L @ :
:-/5erial—c0l5 X q B
# od Jsystem/sbin -~
#rz -
rz waiting to receiwve.

starting zmodem transfer. Press Ctrl+C to cancel.

Transferring com...

com was skipped

#rz Z|
< ET
Eeady Serial: COMS, 115200 8, 38 Rows, 93 Cols  ¥T100 PN
Select Filez to Send using Imodem |'7||§|

BHIEE @ | (D Mninistrator v| @ & e @

() android ) FetHaod

[ =wt JPrintHeod

Iy [FF1g] 3R [ChRecent

B Appllata 1 SendTo

Application Data Templates
Local Settings )&

© ) >

THEw:  [E L[

TCHEERIT): ALL Files k%) |

Files to send:

Plermoye
[ ]Upload files as ASCIT [ oK ] [ P ]

Connect RX&TX then execute the commands to run the test program at serial terminal
# com /dev/ttyS5 115200 8 0 1 (Connect COM2 PIN2&3 )

# com /dev/ttyS6 115200 8 01 (Connect RS232 PIN1&2 )

# com /dev/ttyS4 115200 8 0 1 (Connect UART4 PIN1&2 )

# com /dev/ttyS7 115200 8 0 1 (Connect UART7 PIN1&2 )
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#
# com / ] " 115200

DO T

# com / yS6 115200 8

Dot F
paudrate
s = &8
parity
stopb
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